Huvu

HUC1 series AC contactor

Summarization

To meet the demands of market with multi-layers and social beneficial
results, we have researched and developed updating products at no cease,
HUCT series AC contactors are the updating products which absorb and

digest advanced technology of excellent products at home and in the abroad.
Each property and guideline of this product has reached advanced techno-
logy level in the world. It has characteristics of being reasonable and simple
in structure, compact in size, light in weight,high in performance, etc. It is

one of the ideal products for updating purpose.

Confirmed code number of HUC1 series AC contactors is derived from
CJ48 series AC contactors, and its technical standard is Q/HY008-1997,
CJ48 series AC contactors, which is audited and confirmed by the national
low-voltage standardization technology committee. The serial number of
the certificate is "standard-confirmed A72". HUCI is the mode number
of our company which was registered legally. This series of products are
in accordance with GB14048(low-voltage switching devices and control-
ling devices, low-voltage electrical type contactor and electrical starter)
and IEC947-4-1 standard(chapter 1, low-voltage electrical type contactor
and electrical starter, part 4 contactors and electrical starter,low-voltage

switch devices and controlling devices).

Model designation

HUCI- O/00 . L
Auxiliary contact code: first digit is for the
quantity of NO contact, second digit is for

the quantity of NC contact

Main contact code

Derived code: C is for switchable capacitor
contactor; D is for machanical-interlocking
contactor

Basic specification code is indicated by AC-3

rated operating current value

——— Design code

L—— AC contactor

Huanyu Group Co.,Ltd.

Application

HUCT1 series AC contactors are mainly used in the electrical power circuit
of AC 50Hz or 60Hz, rated voltage to 660V, current to 880A for
making and breaking the circuit, and it can be formed into motor starter
with thermal relay or electronic protector for protecting the overload

circuit.

Main technical parameter

Utiliz-|  Rated Rated | Conventional Rated
Model ation | insulation | working heating control

Category voltage Ui(V)| current Ie(A)| current Ith(A) [capacity(kvar)
HUCI1-25C 25 40 15
HUC1-30C 30 45 20
HUCI1-40C 40 85 25

AC-6b 500
HUCI1-50C 50 85 30
HUC1-63C 63 85 40
HUC1-75C 75 85 50
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HUCI1- 9 |12 16|25 |32 |49 |50 |6 |7 80|90 HUCI- 100 | 145 | 175 | 210 | 260 | 300 | 370 | 550 | 700 | 800 (1200
Ui V 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 |690 Ui vV 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 | 690 |1000
IthA 26 | 28 | 28 | 45 | 65 [ 100 |125|125|125|145|160 IthA 200 | 230 | 260 | 300 | 400 | 445 | 550 | 800 | 1000|1000{1200
2201220 (220|220 | 220|220 | 220|220 | 220 220|220 220 | 220 | 220 | 220 | 220 | 220 | 220 | 220 | 220 | 220 | 220
UeV 380 {380 |380|380|380|380|380|380|380|380(380 UeV 380 | 380 | 380 | 380 | 380 | 380 | 380 | 380 | 380 | 380|380
660 | 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660|660 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660 | 660
AC-1| 22 | 24 | 28 | 45 | 55 | 70 | 100|115 |125|145|160 AC-1] 200 | 230 | 260 | 300 | 400 | 445 | 550 | 800 | 1000|1000{1200
Under 9 121161 25] 30| 40| 50| 63 751 80 | 90 120 | 145|185 | 210 | 260 | 305 | 400 | 550 | 700 | 750 | 750
interruption Under
period AC-3] 9 [ 12116 |25[30] 40| 50| 63| 75| 80 |90 interruption AC-3| 120 | 145 | 185 | 210 | 260 | 305 | 400 | 550 | 700 | 750 | 750
operation period
systemle(A) 55 7 7 15 [17.5] 28 38 46 55 65 | 70 operation 120 | 120 | 170 | 210 | 250 | 280 | 370 | 550 | 700 | 750 | 750
system
9 121161251301 40!50]631] 75180180 Ie (A) 117 | 125 | 146 | 175 | 250 | 250 | 350 | 450 | 630 | 630 | 630
AC-4
AC-4 9 1121161251301 40! 50! 631 751 80 | 80 117 | 125 | 146 | 175 | 250 | 250 | 350 | 450 | 630 | 630 | 630
5517 7 |15 [17.5] 28 | 38 | 46 | 55|30 |35 47 | 55 1 66 | 75 | 95 | 95 | 117 | 140| 185 | 185|185
2213 4 1659 |11 |15 |185]22 |22|22 30 | 45 | 55 | 59 | 80 | 90 | 110 |160| 220 | 220 |220
AC-3 PekW 4 |55]7.5( 11|15 18522 (30 |37 [40 |45 | [AC3PERW 5595 | 90 | 110 | 140 | 160 | 200 | 280 370 | 400 400
4 |55(55 |11 | 15|22 |30 |37 |45 |45|59 110 | 110 | 132 | 160 | 200 | 250 | 355 | 500 | 600 | 650 | 650
Non-interrupt 145 Non-interrupt
. 22 |24 | 28 | 45 | 55| 70 | 100|115 125 160
operation Ie (A) operation Ie (A) 200 | 230 | 260 | 300 | 400 | 445 | 550 | 800 | 1000|1000{1000
Holding 9 12 22 22 ... |Holding 35 40 45 130 130 130
Winding Winding
power (VA) . power '
Closing 60 122 242 360 (VA) [Closing| 570 800 1050 | 2100 3160|3160
— Rated controlling Structural feature
Auxiliary Contacts .
contacts [IthA|UiA UeV LeA type & SISy . : :
ype HUCT1 series AC contactors are the updating products which absorb and
code quantity . .
Ac | pel ac | pe ACOA) | DCW) digest advanced technology of excellent products at home and in the
abroad. It has characteristics of reasonable and simple in structure, com-
127 | 48 | 0.8 [ 0.63 | NOI1 or o . . . o .
HUF1 NCL pact in size, light in weight, high in performance, etc. It is one of the
2201 60 10451 0.5 ideal products for updating purpose. Entire series of contactors are vert-
10 | 690 100 30
HUF2 380 | 110 [0.26 1027 |  \o; ically front type, HUC1-6-75 has the structure of bi-steps, while HUC1-
HUF3 NCI1 80-800 has the structure of tri-steps. Totally there are 11 frames, 22 spec-
HUFS 660 | 220 0.15| 0.14 o . o
ifications and rich in general accessories which have brought much con-
venience for users.Main structural features are as follows:
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